
Xenon-Halogen cold light source

XL180.Xenon.2H

180W xenon  light  source  with  a  backup  150W
halogen bulb. It is equipped with an LCD display
and  a  microprocessor  controller  to  optimize  the
performance of light intensity and lamp life. 

Lamp:
Type: Xenon lamp / halogen – arc discharge
Power: 180 W / 150 W
Color temperature: 6000 ° K / 3400 ° K
Lamp life: 500h xenon / halogen 50h
Simple lamp replacement

Display, control:
OFF; xenon (ON), halogen (ON)
Lamp wear indicator: LCD
Optic fiber socket, LUT, Storz
Electronic lamp replacement indicator
Manual (mechanical) control of light intensity

System:
Compatible with EN 60601-1, EWG Class I, CE
100 - 120 / 220 - 240 V AC, 50/60 Hz

Dimensions/Weight:
Dimensions: 267×138×360 mm
Weight: ~5,6 kg

                                                                                                                                                                                              

Xenon / halogen light source XL.300.Xenon.2H               05.0631x                                                                            
Replacement bulb, xenon 180 W               05.0139x.m1
Replacement bulb, halogen 150 W                             05.0167h

Distributor: VIDEOMED ZAKŁAD ELEKTRONICZNY
ul. Klonowa 18    58-310 Szczawno-Zdrój tel. +48 74 843 81 09    fax +48 74 840 17 33

web: http://www.videomed.eu    e-mail: handlowy@videomed.eu 
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